Bz HZ—hHAZ UDS-1-4EE[] | UDS-1D-4EE[]| UDS-2-4EE[] |UDS-2D-4EE[]| UDS-3-4EE[] | UDS-4-4EE[]
Model BRREHZ—HAZ| UDS-1-4CCL] |UDS-1D-4CCLJ| UDS-2-4CC[L] [UDS-2D-4CC[]| UDS-3-4CCL] | UDS-4-4CCL]

B4T [mm] Depth 1600 1600 1600 1600 1600 1600
&
(ERtgAm)| 18 [mm] Width 1000 1000 1500 1500 1850 2600
Dimension
=& [mm] Height 1587 1587 1587 1587 1587 1587
L]
E8lkg] Weight 500 550 800 850 950 1400 serl es
2 2—MgE[mm] Chutes Width 430 300+100 860 600+200 1290 1720
12 174—% Number of Ejectors 86 60+20 172 120+40 258 344
MNAS—hAS5FKKE ZiE
HF—CCDIATBY 2 2 4 4 6 8 s = y 32
Number of Color CCD camera (2178 (2478) (2H78) (2178 (2478) (2H®)
(All models) (All models) (All models) (All models) (All models) (All models) FULL COLOR CCD CAMERA TYPE COLOR SOTER for GRAINS

RAMEZRE[L/min}

. ] ] 800 800 1600 1600 2400 3200
Maximum Air Requirment
FREE /1 (31HAC200V)
Electric Requirments 2.2kW 2.4kW 3.6kW 4.0kW 5.2kW 6.6kW
I :L—H:—’Sl—ﬁ) (3.8kW) (4.0kW) (6.8kW) (7.2kW) (10.2kW) (13.0kW)
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HATTORI SEISAKUSHO CO.,LTD. AGENT

Att-TH 76110022 REFFFATEIIE/ #2EH
TEL(0774)21-2357 FAX(0774)24-0532
RAREZEF T362-0805 3FERALE L AFAEATRG-145
TEL(048)724-1000 FAX(048)724-1010
EFRE AT T426-0033 ##fE R BEAE /A |E]1-4-15
TEL(054)644-2917 FAX(054)644-5987
AMEZEFT T861-2403 HEAIE Rl &R AR ZE R 44 FH1036-1
TEL(096)237-6921 FAX(096)237-6922
Miyanogo 2 Shirakawa Uji Kyoto 611-0022, JAPAN
TEL+81-0774-21-2357 FAX +81-0774-24-0532
URL http://www.senvec.co.jp E-mail info@senvec.co.jp
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Simultaneous Detection of Discolored, Immature, Damaged Grain and Foreign Materials by Color Camera and Infra-Red Camera.

WHRODT—HATHTFRM. RPZBOEVTRELET . £, fEICE 1 BFIMEDATEZEBMNT DI EDTEE
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BFront and Rear side Color Camera detects discolored and damaged Grain. In addition to Color Camera , Infra Red
camera can be equipped in front and rear side for detecting Foreign Materials and Defects. Material is fed constant-
ly by Electro Magnetic Vibrator and falls down on the stainless steel Chute. If one of each camera detects defect,
pneumatic Ejectors reject it with air blow.
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AUTOMATIC SENSITIVITY SET UP
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BBy Feeding Acceptable product and Defects or Impuri
manually, sensitivities are created automatic
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SORTING EXAMPLE

8K (RHLTE) BEK (RHE)
Chalky Rice Discolored Rice
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Detection of scabbed Wheat/Barley is possible with optional Specially designed Infra Red camera.

HZ—CCDAXZICLW I N =FHEH

Scabbed wheat detected by Color Camera.

WRFIMR DA S DEG(BULEBADHEHE)
Picture of Infra Red camera.
Scabbed wheat is shown in white color.

HRFIMRDAZ ICKURHE N /=KD

Scabbed wheat detected



